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This document is copyrighted by Sony Interactive Entertainment Inc. ( “SIE” ). This document is
provided “ASIS.” SIE makes no warranties or representations with respect to this document, whether
express or implied, arising by law, custom or otherwise, including but not limited to any implied warranty of
error free for your creation that are made in accordance with this document. Your use of your creation is at
your own risk. SIE is not liable for any loss or damage that may arise in connection with your creation,
including but not limited to damages to PULSE Elite™ wireless headset and personal injury caused by your
creation.”
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(Consumer Release)
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1 Document Overview

1.1 Scope of Applicability

This document provides guidelines and reference information to help you integrate the charging
hanger for PULSE Elite™ wireless headset into other mounts.
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2 Example Integrations

Figure 1 - Example Desk Stand

Dimension Data:
PULSE ELITE CHARGING HANGER DESK STAND

A<—| M4x0.7 Tapped Hole

OSIE -4 -

SECTION A-A



Figure 2 - Example Monitor Mount

Dimension Data:
PULSE ELITE CHARGING HANGER MONITOR MOUNT
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Figure 3 - Example Under Desk Mount

Dimension Data:
PULSE ELITE CHARGING HANGER UNDER DESK MOUNT
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3 Dimensional Requirements

Figure 4 - Charging Hanger Dimensional Overview

Dimension Data:
PULSE ELITE CHARGING HANGER
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Figure S - Charging Hanger Wall Mount Plate

Dimension Data:

PULSE ELITE CHARGING HANGER MOUNTING PLATE
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Figure 6 - Headset Accessory Clearances
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Headsets must always make proper contact with the charging pins while hanging from the
charging connector.

The charging hook mount should let the PULSE Elite wireless headset charge properly in
either forward or reverse orientation. To accomplish this:

o Provide at least 240 mm of clearance along the Z-axis
o Locate the hanger (NOT hook) proud of the mounting surface to provide
clearance along the Y-axis.



4 Physical Requirements

Mounts should support the charging hook under a load of 10 kg for a duration of 1 hour.

Figure 7 - Example Load Test

1 hour
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